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LED Flood Light-KL2018G

UL844 LED Explosion Proof Light

LED Flood Light

LED Explosion Proof Light IP66 KLE2018
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ATEX LED Explosion Proof Light KLE1017

LED Industrial Light
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C1 D1 UL Explosion Proof LED Light
KLE1017

C1 D1 UL Explosion Proof LED Light KLE1017 are energy
efficient, they can reducing your energy and maintenance and
manpower cost. They are lighter, the total lumens up to
16500/20000/22000/26160.The weight of our KLE1017 is 16.5
Kg, effective heat sinking ensures longer life time, upping to
50000 hours.
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Product Details

Product Name: C1 D1 UL Explosion Proof LED Light KLE1017
Product details:

Key Features:

1 Heavy duty aluminum alloy housing

2 Impact resistant clear lens with tempered glass

Professional light distribution, uniform illumination through the entire space
Stainless steel safety rope

5 Standby cable entrance

6 Accurate angle adjustment for mounting
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Additional Features: Standard Materials:
Standard 6-12KV surge protection Body:ADC12,die casting aluminum with
. yellow-painted finish options.
120 Beam angle is standard, .
30, 60 and 90 are optional. Safety rope: stainless steel.
5-year warranty Lens: tempered clear glass.

We use Meanwell and Sosen power supply driver, the surge protection of Meanwell driver is
2Kv-4Ky, the surge protection of Sosen driver is 6Kv-12Kyv, so our lights are more safer when
used in outdoor.

Related certificates:

Class |, Division 1, Groups C&D

Class I, Division 2, Groups A, B,C&D

Class Il, Division 1 & 2, Groups E, F & G

Class Il

UL 844 Hazardous Locations [ U S
UL 1598 Wet Locations

UL 8750 LED Safety

CSA C22.2 No. 250.0-08 LISTED
CSAC22.2 No. 137-M1981

-40°F (-40°C) to 149°F (65°C) /-40°F (-40°C) to 131°F (55°C) Ambient Temperature
IP66 DLC Listed CNEX ATEX/IECEx CE&RoHS

Technical pages:
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Rated 100w 120w 150W 180W 200W 2400

Power
Operating  100-277VA  100-277VA  100-277VA  100-277VA  100-277VA  100-277VA
Voltage c c C c G c
Ellectn‘C— Frequency  50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz 50/60Hz
al
parame E"""‘a’ >0.95 >0.95 >0.95 >0.95 >0.95 >0.95
-ters ator
THD <15% <15% <15% <15% <15% <15%
Lifespan 50000 hour 50000 hour 50000 hour 50000 hour 50000 hour 50000 hour
s s s s s s
CRI 80 80 80 80 80 80
CCT 3000/4000/5000/6000K
L 11000 13680 16500 20000 22000 26160
-etric 2
parame  Light 110 114 110 111 110 109
-ters Efficiency
Beam
Angle 30/60/90/120
Lumen
Maintenan 6000h,>95%
ce
Ambient -40°C<Tam  -40°C<Tam -40°C<Tam -40°C<Tam -40°C<Tam -40°C<Tam
Temperatu  b<65°C b<65°C b<h5°C b<55°C b<55°C b<b5°C
Environ re
-hent Storage
Temperatu -40°C-60°C
re
Housing ADC12 die casting aluminum+tempered clear glass
Material
Lamp
— Color Yellow
ical i
e &?&‘:29 Holder Mount / Wall Mount / Ceiling Mount
IP Rating IP&6
Cable Size ®10mm 3x2. 5mm®
Inlet
Tivead NPT3/4
Size 432*160"410(mm)
Net Weight 16.5(Kg)
Boxed
Weight 18.5(Kg)
Other Ex-mark 12 GExdbopislIB T6 Gb
f;’ame 112D Ex op is tb IIIC T90°C Db IP66
Coriicati ATEX/ CE / RoHS / UL/ DLC
Warranty 5 years

Detail pictures:
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We use CREE LED chip as lighting source, the lumen per watt up to 100-130Im/w

More convenient to use

The shipping iterm:
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Transportation modes:
International air transport

International shipping
International Express,we usually ship X 8 B @
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China, 1200mm 50w UL Hazardous Location Linear Light, ExplosionProof Area Light, LED Hazardous Location Area Li
150w ATEX Explosion Proof Flood Light, 1 Module LED Flood Light, 200w Wall Mount ATEX Explosion Proof Flood Lig

Related Products

€ cary f— % Py
—~— ]
—
“‘

50W UL844 LED Hazardous Location Area 100W UL844 LED Hazardous Location Four-foot UL844 Oil and Gas LED
€ cany o € cary o CARY #5#
4FT 56W Aluminum LED Explosion Proof 36W 2FT LED Hazardous Location Light Marine high Power 120w Explosion Proof
Inquiry
Your Name:

*E-mail: | please input your email here.
Phone:
Company:
Title:

Content: Please include details like size, weight, destination port and etc., so

that we can quote the best price.
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Address: Building 1, No.29 Industrial West Zone, Makan
Road, Xili, Nanshan, Shenzhen, China.

Tel: +86-755-26014801

Fax: +86-755-26929306

Home About Us LED Explosion Proof Li... LED Flood Light-KL201...

Product News UL844 LED Explosion ... LED Flood Light

Knowledge Contact Us



http://www.carylighting.com/ul844-led-hazardous-location-light/led-hazardous-location-area-light-kle1016/50w-ul844-led-hazardous-location-area-light.html
http://www.carylighting.com/ul844-led-hazardous-location-light/led-hazardous-location-area-light-kle1016/50w-ul844-led-hazardous-location-area-light.html
http://www.carylighting.com/ul844-led-hazardous-location-light/led-hazardous-location-flood-light-kle1029/100w-ul844-led-hazardous-location-flood-light.html
http://www.carylighting.com/ul844-led-hazardous-location-light/led-hazardous-location-flood-light-kle1029/100w-ul844-led-hazardous-location-flood-light.html
http://www.carylighting.com/ul844-led-hazardous-location-light/led-hazardous-location-linear-light-kle1011/56w-4ft-length-ul844-linear-led-explosion.html
http://www.carylighting.com/ul844-led-hazardous-location-light/led-hazardous-location-linear-light-kle1011/56w-4ft-length-ul844-linear-led-explosion.html
http://www.carylighting.com/ul844-led-hazardous-location-light/led-hazardous-location-linear-light-kle1011/4ft-56w-aluminum-led-explosion-proof-fixtures.html
http://www.carylighting.com/ul844-led-hazardous-location-light/led-hazardous-location-linear-light-kle1011/4ft-56w-aluminum-led-explosion-proof-fixtures.html
http://www.carylighting.com/ul844-led-hazardous-location-light/led-hazardous-location-linear-light-kle1011/36w-2ft-led-hazardous-location-light.html
http://www.carylighting.com/ul844-led-hazardous-location-light/led-hazardous-location-linear-light-kle1011/36w-2ft-led-hazardous-location-light.html
http://www.carylighting.com/ul844-led-hazardous-location-light/led-hazardous-location-flood-light-kle1029/marine-high-power-120w-explosion-proof-led.html
http://www.carylighting.com/ul844-led-hazardous-location-light/led-hazardous-location-flood-light-kle1029/marine-high-power-120w-explosion-proof-led.html
http://www.carylighting.com/showroom/1200mm-50w-UL-Hazardous-Location-Linear-Light/
http://www.carylighting.com/showroom/ExplosionProof-Area-Light/
http://www.carylighting.com/showroom/LED-Hazardous-Location-Area-Light/
http://www.carylighting.com/showroom/150w-ATEX-Explosion-Proof-Flood-Light/
http://www.carylighting.com/showroom/1-Module-LED-Flood-Light/
http://www.carylighting.com/showroom/200w-Wall-Mount-ATEX-Explosion-Proof-Flood-Light/
http://www.carylighting.com/
http://www.carylighting.com/about-us
http://www.carylighting.com/products
http://www.carylighting.com/newslist-1
http://www.carylighting.com/info/
http://www.carylighting.com/contact-us
http://www.carylighting.com/led-explosion-proof-light/
http://www.carylighting.com/led-flood-light-kl2018g/
http://www.carylighting.com/ul844-led-hazardous-location-light/
http://www.carylighting.com/led-flood-light/
javascript:void(0);

Showroom Mobile LED Explosion Proof Li... LED Explosion Proof Li...

XML ATEX LED Explosion Pr... LED Industrial Light

Copyright © Shenzhen Cary Technology Co.,Ltd All Rights Reserved.



http://www.carylighting.com/info/
http://www.carylighting.com/contact-us
http://www.carylighting.com/showroom
http://m.carylighting.com/
http://www.carylighting.com/sitemap.xml
http://www.carylighting.com/led-explosion-proof-light-ip66-kle2018/
http://www.carylighting.com/led-explosion-proof-light-kle1018-ii/
http://www.carylighting.com/atex-led-explosion-proof-light-kle1017/
http://www.carylighting.com/led-industrial-light/
mailto:info@szcary.com
javascript:void(0);

